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One Qrumed Bandit

— HANDBUILT TUBE PEDALS —

Thank you for purchasing
One rmed Bandit

The One Armed Bandit is an all-tube pedal designed to give you sounds
ranging from classic British, creamy warm break-up to high-gain,to
glorious American 80's high-gain style and beyond.

With its harmonic laden overdrive, the One Armed Bandit is ready for
anything from rock to blues, to metal and much more. This powerful
pedal gives you the touch and sensitivity and glorious harmonic
richness that will highlight every nuance of your performance.

Hand built in Athens, Greece by Kourbis Amplification and built like a
tank, the One Armed Bandit can take you from British mid range grit
to US scooped high gain with a few tweaks of its powerful controls and
switches. Its clarity and warmth cut through the mix without
compromise in tone or dimension.

It is equally great whether slightly over-driving a clean amp, or sending
an over-driven amp over the edge, and can be used as a drive pedal in
front of your amp, or directly into your effects loop return, replacing
your amps’ pre-amp section.
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GAIN Controls the gain level, from mild crunch to higher
distortion sound.

BASS Controls the bottom end in your tone by adjusting the low
frequencies.

MIDDLE Adjusts the mid frequencies from fatter to scooped. Increasing
the middle gives you fatter sound, reducing the middle gives you
a sharper, classic “scooped” tone.

TREBLE Controls the high frequencies, making your tone brighter.

VOLUME In conjunction with the gain control a variety of sounds can
be achieved.

MASTER Controls the output volume level.
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SWITCH 3-Way Switch that gives you 3 different tone/gain modes.

GRND © BRIGHT
° ° [&E]ovorre @ On/Off bright Switch for Gain.
AC INPUT @ Pttt Ground Lift Switch to reduce

or eliminate ground related
noise.

.OUTPUT
Hi-Cut, On/Off Switch @ o
Mid-Boost, On/Off Switch

ADDITIONAL INFO:

The One Armed Bandit has been built from start to finish, exclusively
by one person and all hand built.
Itincludes a custom wound power transformer, which supply’s optimum
level voltages to its two12AX7 tubes.
NOS components have been used duplicating the sound and appearance
of gear from the Golden Era of amplification. The components are
mounted on 1/8" Paxolin board, as were in the days of old.
The chassis is constructed solely from steel, hand painted with
silk screened lettering.
Complete By-Pass with input of circuit grounded, is achieved from
the relay which is activated by the Stomp Switch.
TUBES: 2 X 12AX7 (ECC83)
FUSE: 250 mA
DIMENSIONS: W 13,5cmxL16,3cm xH6 cm
(W5,31" xL641" xH2,36" )

WEIGHT: 1,9 kgs (Approx 4 Ibs)
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WARNING: TO PREVENT RISK OF ELECTRIC CAUTION: TO REDUCE THE RISK OF FIRE
& SHOCK,DO NOT REMOVE COVER.REFER ' OR ELECTRIC SHOCK, DO NOT EXPOSE
SERVICING TO A QUALIFIED TECHNICIAN THIS EQUIPMENT TO RAIN OR MOISTURE.
AVIS: RISQUE DE CHOC ELECTRIQUE. NE PAS OUVRIR.| NE PAS EXPOSE A L'HUMIDITE, RISQUE D'INCENDIE..
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