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— HANDBUILT TUBE PEDALS —

Thank you for purchasing
She RlexiVibe

PlexiVibe is an all-tube hand-built Overdrive/Distortion pre-amp
in pedal format. Despite its relatively small size, it achieves
versatility and various tone options, being constructed with 2
12AX7 tubes.

PlexiVibe, as its name implies, gives you that “Plexi” vibe and is
not an attempt at MIAB, it is the real McCoy, producing sounds
and tones reminiscent of the “golden era” of that British sound
amplification.

Producing easily the most sought after classic rock and hard rock
sounds, PlexiVibe does everything from late 60s bluesy inspired
plexi tones and goes through to more modern 80s modded plexi
sounds.
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GAIN Controls the gain level, from mild crunch to higher
distortion sound.

BASS Controls the bottom end in your tone by adjusting the low
frequencies.

MIDDLE Adjusts the mid frequencies from fatter to scooped. Increasing
the middle gives you fatter sound, reducing the middle gives you
a sharper, classic “scooped” tone.

TREBLE Controls the high frequencies, making your tone brighter.

VOLUME In conjunction with the gain control a variety of sounds can
be achieved.

MASTER Controls the output volume level.

MODE  3-Way Switch changes the gain structure of the
pre-amp from low to high.

GROUND Ground Lift Switch to eliminate ground related noise.

— On/Off Bright Switch for
Gain.

—Reduces gain in lower
frequencies for tighter tone.

— Boost low frequencies.

On/Off Switch for
Mid-Boost

On/Off Switch for
Comp

Mini jack input for
remote control of
on/bypass function

ADDITIONAL INFO:

The PlexiVibe has been built from start to finish, exclusively by one
person and all hand built.

It includes a custom wound power transformer, which supply’s optimum
level voltages to its two12AX7 tubes.

NOS components have been used duplicating the sound and appearance
of gear from the Golden Era of amplification. The components are
mounted on 2,5mm epoxy board .

The chassis is constructed solely from steel, hand painted with

silk screened lettering.

Complete By-Pass with input of circuit grounded, is achieved from

the relay which is activated by the Stomp Switch.

TUBES: 2 X 12AX7 (ECC83)

FUSE: 250 mA

DIMENSIONS: W 13,5cmxL16,3cm xH 6 cm
(W5,31" xL6,41" xH2,36" )

WEIGHT: 1,9 kgs (Approx 4 lbs)
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WARNING: TO PREVENT RISK OF ELECTRIC CAUTION: TO REDUCE THE RISK OF FIRE
& SHOCK,DO NOT REMOVE COVER REFER ' OR ELECTRIC SHOCK, DO NOT EXPOSE
SERVICING TO A QUALIFIED TECHNICIAN = THIS EQUIPMENT TO RAIN OR MOISTURE.
AVIS: RISQUE DE CHOC ELECTRIQUE. NE PAS OUVRIR.| NE PAS EXPOSE A L'HUMIDITE, RISQUE D'INCENDIE..
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